
 
Environmental Clearances Compliance Report 

1. EC No: PD/26017/11//98-PDZ(CRZ) issued on 13-05-1999 and 
2. EC No. PD/26018/12//98-PDZ(CRZ) issued on 19-05-1999 

 

Sl.

No

. 

EC Conditions Status of Compliance  

1 All construction design/drawings relating to 

construction activities must have the approval of 

the concerned State Govt. Departments/Agencies. 

Ground water should not be tapped for 

construction activities. 

 

Statutory approval were obtained 

at the time of construction  and 

work  is completed 

2 Adequate provision for all infrastructural facilities 

such as water supply, fuel, sanitation etc. must be 

extended for labourers during the construction 

period in order to avoid damage to the 

environment. 

 

  During the project work 

provision for all infra structural  

facilities like water supply, 

Sanitation etc., was provided for 

labourers 

3 Dredging operations, if any, should be undertaken 

in consultation with either the Central Water and 

Power Research Station, Pune or the National 

Institute of Oceanography, Goa to ensure that 

dredging operations do not cause adverse impact 

on water quality and marine productivity in the 

vicinity. Dredging operation as far as possible 

should be kept to the minimum for avoiding any 

adverse impact on marine life. 

 

Capital dredging operations 

conducted during the project work 

in consultation with CWPRS, 

Pune and all necessary 

precautions were taken to avoid 

any adverse impact  on marine 

life 

 

4 Disposal sites for excavated material should be so 

designed that the revised land use after dumping 

and changes in the land use pattern do not 

interfere with the natural damage. 

The  excavated material of the 

project work was used for 

Reclamation of  Tannirbhavi 

beach and didn’t interfere with 

natural damage  

5 To meet any emergency situation, adequate foam 

containers should be kept ready with supporting 

fire fighting system and water pipeline. 

Fire fighting system & water 

pipeline was provided at 

construction area 

6 The staff posted in sensitive areas should be 

trained in implementation of the Crisis 

Management Plan already drawn by the 

authorities. Mock drill(s) for this purpose should be 

conducted on a regular basis. Provisions of Dock 

Safety Act and the guidelines issued by the 

DG,FASLI/CLI, Bombay for the safety and health 

of the dock workers should be followed. 

During the project work safety 

and health of the dock workers 

was considered. In-house 

Medical facility was provided and 

regularly Mock drills for different 

situations was provided 



7  For development of green buffer including 

mangroves wherever feasible, the authorities 

should start growing large nursery of multipurpose 

species such as Eucalyptus, Casurina, Dalbergia, 

Termalia etc. The norm of about 2000-2500 trees 

per hectare maybe adopted for raising of green 

belt. 

 

The Port developed 649 acre land 

near kudupu and Bondel quarry 

area for plantation 

Port has developed its own 

Nursery and many species such 

as  Dalbergia, Termalia etc were 

planted near beach side  

Port has developed 33% Green 

belt area 

 

8 To prevent discharge of sewage and other liquid 

wastes including ballast into marine environment, 

adequate system for collection, treatment and 

disposal of liquid wastes must be provided to the 

satisfaction of Karnataka Pollution Control Board. 

Sewage Treatment Plant with 1.2 

MLD capacity was constructed to 

treat the sewage and other liquid 

waste including ballast as  per the 

KSPCB  

9 Adequate noise control measures must be 

provided to maintain noise level at various 

workplaces within the standard prescribed by the 

competent authorities. If need be, ear plugs and 

ear muffs should be provided to the workers in the 

port area. 

 

Acoustic  DG sets were used for 

the project work and the Noise 

level was maintained within the 

standard as per KSPCB 

10 The quality of treated effluents, solid wastes and 

emissions must conform to the standards laid down 

by the competent authority including Central/State 

Pollution Control Boards. 

Environmental Monitoring was 

conducted regularly through Third 

party and the reports were 

submitted to KSPCB& 

MOEF&CC 

11 An Environmental Cell should be immediately 

made operational with adequate laboratory 

facilities, equipments and a mobile van for 

collecting air samples. The record and the data 

should be submitted with proper analysis and 

corrective measures required, if any, for 

maintaining the levels within the prescribed limits 

to the Regional Office of the ministry of 

Environment & Forests at Bangalore, which shall 

be monitoring these conditions stipulated for 

according the Environment approval. The 

Environmental Cell should coordinate and monitor 

environmental mitigative measures executed in the 

New Mangalore Port area. 

An Environmental cell is 

functioned effectively to mitigate 

the Environmental pollution. 

Port is submitting the air and 

water quality reports to 

MOEF&CC and KSPCB 

 

Port has installed and 

commissioned the Continuous 

Ambient Air Quality Monitoring 

Station (CAAQMS) for 

continouous online monitoring of 

various parameters like PM10 , 

PM2.5, SO2, NO,NO2, NH3, O3, 

Benzene,Toluene, Xylene and 

weather data .The real time 

monitoring data are displayed at 

the gate.    



12 Necessary leakage detection devices with early 

warning system must be provided at strategic 

locations. 

Noted 

13 Standby DG sets must be provided to ensure 

uninterrupted power supply to the pump house and 

the fire fighting system. 

Accoustic DG sets were used for 

the project work  to supply power  

14 Third party inspection should be ensured during 

construction and operation phases with adequate 

insurance cover. The project authorities should 

confirm on regular intervals of six months to the 

Ministry about the implementation of the suggested 

safeguard measures and the data/report should be 

opened for inspection by the Team which would be 

constituted by the Ministry, if found necessary. 

 

KSPCB and Director, MOEF&CC, 

Bangalore inspected the Port and 

verified the compliance reports 

maintained by the Ports  

15 Full support should be extended to the Regional 

Office of the Ministry of Environment & Forests at 

Bangalore during inspection of the project 

monitoring purposes by the project proponents by 

furnishing full details and action plans including 

action taken report on mitigate measures. 

Complied 

16 Adequate funding provisions, year-wise and item-

wise, must be made for implementation of the 

above mentioned safeguard measures. 

Complied 

17 No other chemical product save those mentioned 

in the Annex III appended to Govt. of India 

Notification in the Ministry of Environment 

&Forests, S.O. No.494 (E) dated July 9, 1997 will 

be allowed to handle/store in any port area. 

Complied 

18 The project authorities would ensure that safety 

regulations and guidelines issued by Oil Safety 

Directorate in the Govt. of India, Ministry of 

Petroleum & Natural Gas are implemented. 

Complying with all the stipulations 

19 The approval of the Chief Controller of Explosives 

(CCO & E) shall be obtained for operational 

purpose before undertaking any storage/handling 

activities 

Complying with all the stipulations 

 

 

 

 



Revised Stipulated Environmental Clearances Report as per the Letter No. 

F.No.11-2/2010-IA.III (Pt.)Dated:-14th December 2016 

Sl.No. Specific Conditions: Status of Compliance 

1 Construction activity shall be carried out strictly 

according to the provisions of CRZ Notification, 

2011.  

No construction work other than those permitted 

in Coastal Regulation Zone Notification shall be 

carried out in Coastal Regulation Zone area. 

 

 

Complied 

2 All the recommendations and conditions specified 

by Karnataka Coastal Zone Management 

Authority (KCZMA) vide letter no. FEE 580 CRZ 

2015 dated 07.01.2016 shall be complied with. 

 

Complied. 

 

 

3 As proposed, a fully mechanised coal unloading 

system shall be provided for Berth 13. Air 

pollution control measures to be provided are 

water sprinklers; closed conveyor, bag filter and 

mechanised cargo handling. 

 

Noted 

4 Automatic / online monitoring system (24 x 7) 

monitoring devices for air pollution as well as 

water pollution in respect of flow measurement 

and relevant pollutants in the treatment system 

shall be installed. The data should be made 

available to the respective SPCB and in the 

Company’s website. 

Regular Air & Water quality 

sample testing are carried out  

till the Installation of Online 

monitoring system 24X7. 

Flow meters are installed in 

the sewage treatment plant. 

5 All the recommendations mentioned in the rapid 

risk assessment report, disaster management 

plan and safety guidelines shall be implemented. 

 

Implemented 

6 All other conditions will remain unchanged. Noted 

 

 

 

 

 

 

 

 

 

 

 

 


