NEW MANGALORE PORT AUTHORITY
Mechanical Engineering Department
Electrical Engineering Division
Panambur, Mangalore - 575010

E-mail: ele-section@nmpt.gov.in Phone: 0824 2887750/740/738

GSTIN: 29AAALNOOS7AZZG Fax: 0824 2408200/2408300
No.8/3/2026/Ele. Dvn/EQ/01/02 Date: 19.01.2026
To,

Sir,

Sub:; -NMPA-EE (E) - “Third Party Inspection Services for 9 Mtrs height
Galvanized Octagonal poles, single arm & circular brackets” - Quotation
invited - Reg.

L

NMPA intends to engage third party inspection agency for the inspéction of
“9 Mtrs height Galvanized Octagonal poles, single arm & circular brackets” at
manufacturer’s work site of M/s. RR ISPAT 490/1, Urla Industrial Complex, Raipur,

Chhattisgarh - 493221.

Therefore, quotations in sealed cover superscribed as “Third Party Inspection
Services for 9 Mtrs height Galvanized Octagonal poles, single arm & circular brackets”
addressed to The Executive Engineer (Elec.), Electrical Division, Administration
Building, New Mangalore Port Authority, Panambur, Mangalore- 575010 are
invited in accordance with the instructions to the Tenderer, Terms & Conditions as
detailed below, which may please be submitted not later than 3.00 PM on or before
27.01.2026. Quotations will be opened on the same day at 3.30 PM in the presence of

the tenderers who wish to be present.

Sl W 0 Rate Rate in Amount
No. | Description of Work ty (Rs.) Sorts (Rs.)

Inspection of 9 Mtrs height
Galvanized Octagonal poles as per 81 Nos
1 the Technical Specifications '
| (Annexure-I) at manufacturer’s
} | work site. ;




Inspection of hot dip Galvanised
MS brackets as per the Technical
Specifications  (Annexure-I) at

= manufacturer’s work site.
a) Single arm brackets 77 Nos.
b) Circular brackets 4 Nos.
Total
Applicable GST
Grand Total

TERMS & CONDITIONS:

1)

2)

4)

S)

6)

7)

8)

9)

The firm shall have a valid Authorization certificate for carrying out the
inspection. i.e, NABCB or equivalent. Copy of the certificate shall be enclosed
along with the offer, failing which the offer shall be liable for rejection.

TPI shall carryout the inspection at Manufacturer’s works " of firm
M/s. RR ISPAT 490/ 1, Urla Industrial Complex, Raipur, Chhattisgarh - 493221.

Applicable GST will be paid extra as per actual. GST Registration Certificate
shall be submitted along with the offer.

Scope of Inspection shall be as per Technical Specification (Annexure-1), relevant
standards, drawings, QAP, Type Test report, etc.

The offer rate shall be inclusive of travel expenses, lodging and boarding and
other incidental charges etc.

All necessary facilities for inspection (instruments, test instruments, drawings
etc) shall be arranged by the contractor /manufacturer. During inspection
observations/remarks if any for High Mast & its accessories shall be
communicated to NMPA. After attending the observations, TPl agency has to
ensure the observations attended by the firm/contractor before issuing dispatch

clearance.

After completion of inspection in all respect, the TPI Agency shall submit the
original inspection report to NMPA, TPI agency shall give the dispatch clearance
to the manufacturer/Contractor to deliver the inspected items to site at. NMPA.

Inspection call to your office will be given in advance, two days prior to the date
of inspection.

Income tax /Statutory taxes as applicable will be deducted at source while
releasing the payment.

10) Payment terms —

(a) TPI shall submit the invoice along with the complete inspection report.
(b) 100% payment will be made within 15 days from the date of receipt of invoice

along with the report




11)Offer shall be submitted in NMPA format only along with Terms & Conditions of
Enquiry. Offer submitted in other format will not be considered for evaluation
and liable for rejection.

12) The offer shall be valid for 90 days from the date of opening. |

Encl: Technical Specifications W
| b 17%

Executive Engineer (E) \DI
Electrical Division, NMPA
Seal and sign of Tenderer




Annexure -1

TECHNICAL SPECIFICATIONS

5.2.1 OCTAGONAL POLE:- 9 Mtrs long hot dip Galvanized, Octagonal Street light
poles with BSEN 10025 GRADE S355JO steel plate for shaft, IS 2062 for
base plate with door opening arrangements , including suitable boards,
Bakelite sheet and MCB’s as per IS specifications suitable to withstand the
wind speed of 47 m/s for 9 Mtr Pole in single section and single joint
welded as per IS 9595/1S10178AWS having dimensions bottom 155mm
dia, top 70mm dia. with 3mm thick suitable base plate 260X260X16mm,
PCD 250mm and foundation bolts M24X750mm long 4 nos. ° J” type
along with template and the Pole shall be hot dip galvanized in single
dipping with not less than 65micron as per ASTM-A123 and 153 etc.

5.2.2 BRACKET OF OCTAGONAL POLE:-

a) Supplying and fixing hot dip galvanized Single arm bracket 1500mm
long, 40mm/50mm dia made up of MS along with suitable bolts, nuts
etc. complete to 9 mtr Octagonal pole. All the hardware shall be

GI/stainless steel only.

b) Supplying and fixing of hot dip Galvanized MS Circular bracket of ID
750mm, fabricated with 40mm dia pipe, head frame & supports,
mounting plates suitable for mounting 4 Nos. outdoor LED flood light
luminaries on 9 mtr Octagonal pole using necessary bolts, nuts etc.

complete. All the hardware shall be GI/stainless steel only.

Exec tive Engineer (E
NMPA, Panambur




